Drilling & Piling

From idea to
complete product!



Drilling rig on extendable undercarriage

- Hydraulic extendable undercarrier, 4.1 — 3.1 metres
- Dual independent hydraulic tool circuit

- Remote control of 54 functions

- Additional counterweight

- Tilt protection on undercarriage

A CeDe Ramtec pile driver easily mounted on to an
excavators quick fit.
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Drilling and piling rigs
Specially adapted on standard excavators

Drilling rig Drilling and piling rig Drilling injection rig

Drilling rig Drilling injection rig
- Remote controlled machine - Rig for lime column injection
- Guiding arm with swivel for - Can be equipped with drilling auger
supplying hoses - Crossily tilting of injection rig
- Counter pressure feed for deep - Extended upper frame as counter
holes weight
- Water pump injection - Safety glass
- Welding unit
- Safety glass _
Remote control as option.
Drilling and piling rig g, | g % WA A
- Adjustable working length 812 m - y
(2 + 2 m | hydraulic, with regrip)
- Tiltable +£ 15° and turnable +/90°
- One attachment for low transport
height
- Another attachment for drilling
position
- Dual winsches

From idea to complete product!



We make machines more useful!

We reserve the right to change specifications and design without prior notice.
The illustrations do not necessarily show the standard version of the machine.
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